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ABSTRACT

Two separate non-linear effects which influence pulsed
laser propagation and target interaction have been studied,
€.g., laser supvorted combustion wave (LSC) propagation and
laser-induced gas breakdown. A theoretical model describing
LSC propagation and which includes the non-linear contribu-
tions of the plasma transport and thermodynamic coefficients
throughout the wave profile has been developed. The model
is one-dimensional and the system of equations is solved by
use of the method of quasilinearization. The model utilizes
the deflagration approximation which implies that pressure
balance with the atmosphere exists. Numerical results of cur
calculations are in good quantitative agreement with available
experimental data. Further numerical calculations have been
performed by use of a one-dimensional, variable area hydro-
dynamic code. It is found that a precursor shock wave which
is driven by the LSC wave precedes the LSC wave and that attain-
ment of pressure balance with the atmosphere does not occur on
a time and spatial scale consistent with experimental observa-
tions. These calculations have been performed including radial
rmass loss and beam divergence effects. It is postulated that
two-dimensional flow effects in the vicinity of the target,
which have not been specifically included in the calculation
may be important. Inclusion of such effects on an ad hoc

basis results in good correlation with experimental data.

Experiments have been performed to determine the effect
of particulate matter on laser-induced air breakdown for Nd
laser wavelengths (1.06u) and for pulse widths of 30 nsec.

We have measured breakdown thresholds for air in the presence

of 5102 and carbon fibers of 9u, 6.6y and 68y diameters. It
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nas been found that, as for interaction at 10.6u, the break-

down thresholds are reduced due to the presence of particulate

nmatter. Furthermore, the results obtained by us at l1.06p arc
consistent with previous measurments at 10.6u assuming that

the breakdown threshold scales inversely with the square of
the laser wavelength.
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1. INTRODUCTION AND SUMMARY

The work described in this report was performed at
Systems, Science and Software (S?) during the period
21 December 1973 through 21 June 1974 on Contract No.
DAAHO01-74-C-0386. The objective of the work is twofold;

(1) to develcp a theoretical model including a description

Bl o e o

of the various non-linear effects for laser supported com-
bustion wave (LSC) propagation, and (2) to perform measure-
ments at 1.06u to determine the effect of particulate matter
on laser-induced air breakdown. The latter work was performed
by S® personnel at the Battelle Columbus Laboratories under

a subcontract from §°.
, [1-61]

Cdh | et o R i 2

Previous wor has shown the existence of LSC

W e T

waves initiated at target surfaces for laser fluxes as low as
4><104 watts/cm2 for CO2 laser radiation. The existence of
such wave phenomena has important implications regarding the
delivery of laser radiation directly to the surface since the
[4] argued that the propa-
gation and structure of such waves could be adequately

waves are highly absorptive. Raizer

described by a one-dimensional model which included propaga-

tion of the wave away from the surface by thermal conduction.
lle utilized a linearized analysis of the gasdynamics conser-
vation equations to obtain estimates for the wave velocity

as a function of the incident laser flux. The work at Mathe-
(3] showed that the LSC wave velo-
city was much greater (about an order of magnitude) than could
be predicted from Raizer's theory, and that the velocity did

matical Sciences Northwest

e

not scale with flux according to Raizer's prescription. Sub- :

sequently, we pointed out that in addition to thermal conduc-

tion, the transport of thermal radiation in the vacuum ultra-
: [4,5]

violet region was the dominant wave transport mechanism.
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Indecd, the order of magnitude discrepancy with experiment
was removed. However, our analysis was also based on a
linearized model. The present work, which is an extension

of of our previous work, removes the linearized assumptions
and includes the non-linear variation of transport and thermo-
dynamic coefficients in the analysis. Two separate analyses
are presented in Chapters 2 and 3. 1In Chapter 2, we utilize
the method of quasilinearization to solve the LSC propagation
problem. It is shown that the non-linear features of the
problem are profound and that by taking them into account,

good agrecment is found with the MSNW[3] experimental results,

However, this work utilizes the deflagration approxima-
tion, i.e., the pressure ahead of and through the wave is
approximated as a constant. To verify this assumption and to
study the importance of potential 2-D effects, we describe in
Chapter 3 some numerical calculations based on a one-dimensional
variable-area hydrodrnamics code. These calculations indicate
that a precursor shock wave exists ahead of the LSC wave, thus
jeopardizing the validity of the deflagration approximation.

It is shown that radial expansion of the laser-heated plasma
beyond the confines of the laser beam is not a significant

loss mechanism. However, we do find that the presence of the
target results in higher wave velocities than are predicted

by previous analyses. These velocities are higher than those
observed experimentally[3] at similar distances from the tar-
get. We conclude that mass loss from the plasma in the vicinity
of the target must be responsible for this more rapid attainment
of pressure balance with the atmosphere. Upon presuming on an
ad hoc basis the presence of such a loss mechanism, our calcu-
lations are in good agreement with the MSNW data as well as

with those results described in Chapter 2.
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Finally, in Chapter 4, we discuss measurements per-
formed by us at 1.06u to determine the wavelength and pulse
length scaling which exists between 10.6u and 1.06u and for
pulse length variations between 300 nsec and 30 nsec. We per-
formed measurements on SiO2 and carbon fibers in an air environ-
ment and find significant reductions in the laser-induced break-
down threshold from the clean air value. For example, we find
for a 68u carbon fiber a reduction in breakdown threshold to

2.3><l0lo watts/cmz. A full order of magnitude less than the

clean air value.

It is shown that the breakdown phenomena at both 10.6yu
and 1.06u are similar and that the breakdown thresholds (for
a particular pulse length) scale as the inverse square of the
wavelength. This conclusion is consistent with arguments

based on inverse bremsstrahlung as the dominant absorption
process.

il L e g 1 e
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2. HONLINEAR THEORY OF LASER SUPPORTLD CO'IBUSTION WAVLES

Aok INTRODUCTION

It has been observed experimentally[l’2’3]

that a sub-
scnic wave can propagate and is supported by the addition of
energy, e.d., laser radiation. The earlier theoretical work
on laser supported combustion wave (LSC) propagation was
based on a one-dimensional linear theory including thermal
conduction as the only cnergy transport mechanism.[4] Later,
it was pointed out by Boni and Su that thermal radiation in
tiic vacuum ultraviolet (VUV) spectrum is the dominant energy
transfer mechanism.[sl Depending upon the absorption coeffi-
cient in the VUV band, we have demonstrated that the wave
veliocity can vary linaarly (when the vacuum ultraviolet pre-
cursor is not optically thick) with the incident flux or as

a square root function of the incident laser flux (when the
precursor can be considered as optically thick).[6] However,
all the above results are based on analyses which result

from a linearization of the governing equations., In order to
obtain a better understanding of the interaction between the
laser radiation and gasdynamic processes involved in LSC pro-
pagation, a detailed treatment of the problemn, which includes
a description of the various non-linear effects is required.
In this report, we first set up a nonlinear mathematical model
for a one-dimensional steady state LSC wave propagating into
air with real gasdynamic properties. Then we proceed to solve
the problem by use of the method of quasilinearization,[7]
which has been used quite extensively in boundary layer

theory.[a’g'lol

Since the equation is nonlinear, there are
certain difficulties associated with the process of obtaining
a convergent solution. We discuss these difficulties and

finally present some solutions and compare with available
experimental data.
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2.2 FORMULATION OF TIIE PROBLE!NM

Assume a parallel, axially-symmetric laser beam with an
intensity lower than the breakdown flux (< 107 watts/cmz) inci-
dent onto a partially absorbing gas. Since the laser radiation
cannot support a laser supported detonation (LSD) wave, any
initial shock waves present due to target interaction have pro-
pagated far beyond the light-absorbing plasma. Therefore, we
assume that the pressure in the absorption wave has equilibrated

with the ambient and a constant pressure process is obtained.

Although it has been suggested that two-dimensional ef-

! Sl 3 g ]
fects are 1mportant,[ in this study we assume a one-dimension

planar geometry in order to simplify the problem. However,

the heat diffusion through the radial direction will be approxi-

mately included as Raizer suggested.[4] In Section 3, the two-
dimensional (2-D) effects are studied by using a quasi one-

dimensional approach and discussed.

We assume for the present that a continuous laser
source is used such that the LSC can propagate at a steady
speed, Vo into the ambient gas with density I and tempera-
ture To' Accordingly, coordinates are transformed into
the wave frame (Figure 1), In this coordinate system, the
continuity equations can be simply integrated to give:

Pu = p v ’ (1)
where p and u are the density and local velocity at any posi-

tion in the wave. The energy equation can also be written as

dF
S Tl N1 S
c Ei) Ix Y I I (2)

o Sl e b by A et e T Ty R ey B T W S — T




Figure 1 Schematic diagram for the propagation of LSC.
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where h is the specific enthalpy and Ac is the thermal conduc-
tivity. In the above equation, radiative transport is in-
cluded through the terms Fr which is the integrated flux, and
¢ which is the incident laser flux. The term jc represents
the volumetric encrgy loss through the lateral surface of the
light channel. Assuming the plasma in the light channel to
behave like a heated cylinder with strongly cooled walls, one
can show that the two dimensional heat loss by conduction

through the channel walls can be approximated as

re

AfAdT
C
(®)

jc B Rz ’ (3)

where A is a constant of order of unity.[4]

The volumetric laser heating term obeys the following
transport equation;

d¢ _ .
ax - k¢
with the boundary condition ¢ = ¢o at x = -« and kL is the

linear absorption coefficient (cm-l).

The are three boundary conditions which the systen of
cquations (1) and (2) must satisfy. At the far upstream
boundary, the gas is cold at a temperature To, and also the

thermal flux vanishes, i.e.,

| (4)
at x = -
g% =0 (5)

T,

TP S
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On the other hand, far downstream, the energy gain through
absorption of the laser energy must be balanced by the energy
loss through radiation and conduction; therefore

g% = 0 e (6)

lience the problem becomes an eigenvalue problem. A unique
solution exists only at a discrete value of the velocity, Vo

which is the eigenvalue. This velocity is the one at which
the wave propagates.

240 & RADINTIVE AND GASDYNAMIC PROPERTIES OF THE PLASMA

In a high-temperature plasma, the absorption coefficient
of the laser light with frequency v is dominated by the free-
free bromsstrahlung radiation of electrons in both the ionic
and atomic fields. The absorption coefficient for ionic
bremsstrahlung may be calculated by the Kramer's formula,
corrected for stinulated emission given below,[ll]

1/2 2_6
_4 21 Z%e _o—hv/k?
kL =3 (?m) s RO [ ] {7
e hem v

lilere G i1s the Gaunt factor
. (8)

Assuming for the present that the state of ionization may be
described by the Saha equation,[ll] the number density of

electrons (Ne) or ions (N+),can then be calculated according
i
to

2 3/2
He e 2 mekT gi e-I/kT
N=-2H 2 g g
e h a
8
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wvhere 4 is the total number density (N = P/kT), where P is the

total pressure due to atoms, ions, and electrons. The ratio

g+/ga is approximately 1.9 for air, whereas the averaged
ionization potential is given as 14.4 eV.[4]

As we have demonstrated before,[5] thermal radiation

processes are very important for the gas in the temperature

range from 1 eV to 2 eV. Since radiative properties are fre-

quency dependent, it is common practice to use a step model
(or a band model) in most of the high temperature gasdynamic
calculations. Such a model consists of a different constant

mean absorption coefficient in various frequency ranges. 1In

this report, for simplicity, we adopt the two-step absorption
coefficient model (Figure 2) to investigate the nonlinear
effects of LSC wave propagation. Accordingly, the integrated
radiative flux can be separated into two parts, F = Fl+F2,
where Fl covers the visible and infrared portions of the
spectrum, and F2 covers the vacuum ultraviolet (VUV) portion

of the spectrum. The linear absorption coefficients, kl and

k2, by using Allen's data[lzl can be simply correlated as[l3]
(at p = 1 atm)

r 43 ) !
k, = 0.00255 —) cm 1130 A < A < = (9)
1 ) SRR
10
T _0.71 —l .
k, = 1.776 cm 0<A<1130A ,  (10)
2 o8 SN

It can be seen that for a wave thickness of a few centimeters

the long wavelength radiation can be considered as transparent,
whereas for the VUV portion, the gas is not strictly optically
thick. 1Iowever, it can be shown by a simple calculation based
on the exact integral expressions, that the flux calculated by

the optically thick band approximation overestimates the radia-

tive flux by at most a factor of two in the temperature range

e ol e i
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Figure 2 Schematic diagram of a two band absorption coeffi-
cient model.
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of interest. It is our purpose in the present report to
develop a simple numerical scheme in solving the LSC wave
problem. Therefore, the simple optically thick band approxi-
mation is adopted in this report. llence the radiative flux
divergence in Equation (2) can be expressed as[S]

dx
where Ar is the radiative conductivity defined as:

4 9B,
3k2 d

20 o17 "™ (ui + 4ud 4 120% + 24u; + 24) . (12)
2

Also u; = hvl/kT and V1 corresponds to the vavelength

A = 1130 A. The term jr represents the transparent cooling

part. Since 95 percent of the blackbody energy falls within

the visible and IR spectrum for the temperature range of

interest, we simply approximate the cooling term as

4k, '/N [Bv(T) - B,(T) dv]
(o]

.
4ckl(¢ —TO) (13)

For the thermodynamic properties of high tenperature
air, it has been demonstrated by Su[14] that a simple power
law correlation can retain both reality znd sinplicity. Under

a constant pressure process (p = 1 atm), the enthalpy can be
correlated as

2
h = 5,036 x 101l (LEQ) cm?/sec?

10

11




fron Predvoditelev's[lsl data (Figure 3). 7%he thermal conduc-
tivity of high temperature air has been calculated by

Hanson.[16]

As one can see (Figure 4), the data are highly
oscillatory because of the changes of chemical composition
with temperature. Iliowever, because of the range of interest
(1 ev > T > 2 eV) and simplicity, calculated Ar (according
to Equation 12) and Ac are combinad and correlated to two
single exponential functions as shown in Figure 4,

8 e6.4(T/104-1.75)

A(T) = 2.,2x10 erg/sec cm °K)

T < 17500 °K

8 e3(T/1o4-1.75)

= 2.2x10 erg/sec cm °K

T > 17500 °K

On the other hand, in the conductive energy loss term jr
Cquation (3), Ac is simply correlated by the following for-
rmula as in Reference 17 (Figure 5):

A 0.129 x 10

7
. 0 erg/sec cm °K .
(cosh 5(-3)- 1.45)
10

2.4 THEORY OF QUAJILINEARIZATION

Because of the inherent nonlinearity of the LSC wave
problern, as described above one has to resort to numerical
integration of the governing differential equations. The
principal difficulty in numerical analysis of this problen
is the split, two-point nature of the boundary conditions.
Since initial conditions are required to start the numerical
integration, a guess based on physical intuition of the ini-
tial condition has to be made. In general, however, after

the numerical integration, the boundary conditions on the
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end point are not satisfied. In order to satisfy the second
boundary condition, onz must iterate until convergence, within
some predetermined accuracy criterion, is obtained. A common
nethod is to obtain additional solutions with different ini-
tial guesses, followed by inverse interpolation or extrapola-
tion on the boundary value attained at the end point. Another
nethod, called successive substitution, involves solving for
the highest derivative and substituting the results successive-
ly into the right hand side starting with an approximation
that satisfies the boundary conditions. Both methods require
a reasonable approximation to the boundary condition in the
first method and functions in the second method. Without a
sufficiently good initial guess, the processes may diverge or

converge very slowly. Such a technique is not, in general,
desirable.

Quasilinearization may be viewed as an extension of ‘
Hewton's method for the solution of algebraic equations to the
solution of differential equations.[7] This method has been
widely used in solving boundary layer problems[s’g’lol and
has been demonstrated to be a powerful method for handling
split point boundary conditions.

Consider a system of nonlinear first order ordinary
differential equations:

dyi

I= = fi (yl'yzoocyn) i = l"20¢on 5 (15)

where ¥i is the ith dependent variable, and x is the indepen-

dent variable, where some of the boundary conditions speci-
fied at x = 0,

]
(o3}

y; (0) i=1,20002 , (16)

and some are specified at the other boundary, x = a,

yi(a) = Bi 1= 42+1,*+sen . (17)

16
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The (k+1) approximation to the solution, y£k+1), can

be obtained by expanding the right-hand side of the equation
about the kth approximation and retaining only the linear

terms:
k+1 n k
dy’ If, (y7)
1 k 1 k+1 k
= £, (y") + 2: [y- - y-]
d a oy .
X i j=1 95 J )
i=1,2,e0en . (18)

This equation is linear in yk+1, and the system of equations
can be solved by any standard nunerical integration routine.
Also, since it is a linear equation, the principal of super-
position can be applied.

A particular solution, Pi(x), may be obtained by inte-
grating the entire equation, starting with the initial condi-
tions:

y; (0) = P, (0) = 0 il = WWaheitan L (19)

“hen one homogencous solution is obtained for each of the n

boundary conditions with the initial conditions:

yi(O} = Hij(O) = Gij i,j =1,2,++¢n (20)

where dij is the Kronecker delta, dij = 1 when i = j and

..
1]
particular and homogeneous solutions satisfy the boundary

= 0 when i # j. The requirenent that the sums of the

conditions determines the combination constant Cj:

n

vilere bi = 0 for i = 1,2,+++2, and bi = a for i = +leeen,

T -
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1 3 k+1 .
The new approximation, y + 1s then calculated at each
point by surming the stored values of P and II
+
¥ = p ) + Z C G, (22)

j=1

or by obtaining the initial condltlons in this way and inte-
grating forward.

lotice that if the particular solution, P, is required
to satisfy the % known initial conditions, then there are
only (n-%) remaining boundary conditions to satisfy, br there
are only (n-%) homogeneous equations to solve, which dras-
tically reduces the integration time.

Combining Equations (1), (2) and (11) gives a second
order nonlinear equation governing the propagation and struc-
tue of the LSC wave.

d dr dl L
dx [(}‘cw‘r) 53?] " PsVo 5}% Sk (22a)
i
]
lere Xc’ Xr’ h, kL¢, je and j are all complicated, non-linear
functions of T, Défining A=A ctA, and j =3 cti,s it is shown
in Appendix A that Equatlon (22a) can be rewrltten as
l

d2Tk+l %+l

iz . pk gT L rka+l i Sk -0 (23)
xl
dx
for -® < X < + w, yiere
k _ kar™ | kk .k

Details of the method|of solution and it's associated diffi-
culties appear in App(ndix A. The interested reader should
refer to that sectioniof the report for further discussion

of the implementation.of the method of quasilinearization and

its intricacies. '
|
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2.5 RESULTS AND DISCUSSIOW

Before we discuss the results of nonlinecar calcula-
tions, let us briefly describe some of the linear results
from References 6 and 17 which will be used for comparison.
For a linear model, Equation (2) can be simplified as

2 P

v C
a°T o o p dT G ,
= - - T=20 for T < 7,
dx2 ) dx X

X <0 2 (25)

with boundary conditions

T =0 at X = =

All the coefficients in Equation (25) are constants. Compar-
ing Equation (25) with Equation (22a), one recognizes that
CpT is equivalent to k(T) and GT is equivalent to

jC(T) + jr(T). Since Equation (25) is a linear equation,

it can be solved analytically to give

A -1/2
ot = Ao ko, Jl ] A (1 261y (1 _eTy )
14
= pon AcTin X; kL¢o kL¢o

(26)

where Tin is the ignition temperature at x = 0 (usually

il = 12,000 °K). The temperature profile is given by the

in
equations

-allxl

P =T, e X < 0
in

o eazx + kL¢o/A azx
in a,a, e = 1) x>0 ,

L=
I

19
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Again, to present some of the nonlinear calculations,
we perform calculations for the experiment of Bunkin, et il'[l]
They indicate that for an experiment utilizing Nd laser-
irradiated air, the tenperature (T,) in the downstream portion
of the wave is estimated around 18,000 °K for P =1 atm. The
laser power was 1,100 kw incident onto a 0.25 cm spot which
yields a flux of ¢o = 2.ZSXl07 watts{gmz. lThe measured laser
absorption coefficient is about 7x10 cnm ~. Therefore in
the downstream portion of the wave, the absorbed radiative
energy can be approximated as kL¢ S l.57><105 watts/cm3, where
in the upstream, practically no energy is absorbed (or kL = 0).
Using averaged values of ], Cp and G, the energy losses
through radiation and conduction account for 21.6% of the
total energy absorbed. With these losses the velocity pre-
dicted by the linear theory is about 9.36 m/sec.[6] The temn--
perature profile is then calculated from Eq. (27) and plotted
in Figure 6. f%he wave front thickness is greater than 10 cm
and the temperature reaches 54,000 °K (this can be seen simply
by letting d7/dx = 0, and then T, = kL¢o/G). Now let us
exanine the nonlinear effects on the LS5C wave by gradually
replacing the linear coefficients in Eq. (25) with the corres-
ponding nonlinear terms. By introducing the real equation of
state (curve B in Figure 6), the wave front spreads even rore
(final temperature reaches 54,000 °K at a distance of about
35cm downstream), due to the fact that most of the energy
absorbed in the wave front is used to ionize the gas first

20
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Figure 6 Nonlinear effects of various terms in Equation 22a.
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- following three cases a) kL¢o = 2.5><105 watts/cm3 and ‘ %
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instead of increasing the temperature linearly as in the ideal
gas law.  ilext, the radiative energy loss in the lincar equa-
tion is replaced by the real loss; Eq. (13). %his has a tre-
lnendous influence on the temperature profile (curve C in

Figure 6) since the real radiative loss term is proportionate

to U rather than T. This effect reduces the downstream ten-
perature from 54,000 °K to about 26,000 °K, and at the same

time the wave front thickness is reduced to 4 cm. The tem-
perature profile steepens even more as the nonlinear diffusivity
[A = AC(T) + Ar(T)] is introduced (curve D in Figure 6). It

cai be seen that a definite wave front is formed within about

2 cn. Finally, with the nonlinear conductive loss included
(curve L in Figure 6), the downstream tenperature drops even
further, to a reasonable range T« 19,400 °K. From the above
discussion, it is clear that the nonlinear radiative and con-
ductive diffusivity establish the shape of the wave front
whereas the radiative and conductive loss nmechanisms deter-

mine the final temperature profile behind the wave. The

wave speed predicted by the above cases varies from 4.0 m/sec
(case E) to 13.2 m/sec (case D). We will discuss more about !
the wave velocity in the next few paragraphs. ' ?

Figures 7 and 8 compare the energy balance for the ;

R = 0.125 cm [where R is the radius of the spot, Eq. (14)],
b) kL¢o l.57><105 watts/cm3 and R = 0.125 cm and |
c) kL¢o = 1.57x10° watts/cm3 and R = 0,25 cn.. We plot the
temperature profiles of the above three cases in Figure 7.

The wave fronts are almost exactly the same whereas the down-
stream temperatures in the three cases are different. With 3
high absorbed energy, Case A shows a higher temperature than ﬁ
Case B. However, with the different spot size, the temnpera-
ture of the LSC wave with lower energy addition (Curve C) can
be higher than the temperature profile with larger energy

22 -
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addition (Curve A). It is not surprising, since the conduc--
Live energy is inversely proportional to thec spot size, l.c
jr N l/Rz. Thercfore in Case C the conductive loss is only
about one fourth of the loss in case A. Figure 8 shcws the
comparison of absorbed energy, radiative loss term and con-
ductive loss term for all three Cases. For Cases A and B
the conductive losses are comparable while the radiative
losses show a tremendous difference. This effect is in
part due to the smaller thermal conductivity at higher tem-
perature (see Figure 4) and the strong temperature depen-
dence of the radiative energy loss. The absorbed energy in
Cases B and C are the same, however, Case B is dominated by
conduction loss and radiative loss dominates for Case C. It
is interesting to notice that the area of kL¢O - jr—jc of
Case A and C are about the sane. This is the reason way the
tenperature profile are about the same for Case A and C
shown in Figure 7, even though their dominant loss mechanism
is different. §ince the wave velocity depends upon the

anount of energy transported from downstream to upstream, we

T IR peey
T T A g AT T Y L7 (RE{ PR YT T O R T el Lo d L ap Stl B i
i i s i e : H .

L

expect that the wave speeds for Case A and C will be similar.

In fact, we obtain v, = 10.2 m/sec for Case C and = 9.3
m/sec for Case A. Notice that the slope of Curve C in
Figure 7 is slightly greater than the slope of A therefore
the wave speed of C is also slightly higher despite the
larger absorbed energy in Case A. Curve C‘has a much slower

velocity; v, o 4 n/sec due to smaller gradient at the wave
front.

Figure 9 summarizes our calculations for the wave
velocity as a function of absorbed energy with various bean
radii. As R decreases, conductive energy loss through the
radial direction increases. When jr becomes the dominant
loss mechanism the wave velocity decreases drastically with

decreasing radius. This effect can be seen more clearly in

25
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Figure 10 where wave speed is plotted as a function of radius
with various absorbed energy levels as a parameter. When the
spot size is larger than one centimeter (or R > 0.5 cm) the
bean radius has little effect on the wave propagation speed.

In fact, for all practical purposes, the velocity can be pre-
dicted without including the conductive energy loss for

R > 0.5 cm in most cases (except at very low kL¢O). The rea-
son for neglecting jR for R > 0.5 cm is obviously shown in
Figure 8, Case C where the radiative energy loss term dominates

the conductive energy loss even at R = 0.25. In the range

for R < 0.5, in general the velocity varies from linear to s
square term of radius (Figure 10). It is also interesting to
note that for most of the cases, the wave speed is neither in
the linear regime (vo a kL¢o), nor square root regime

(Vo ¢ kL¢o), but is proportional to (kL¢o) :

For comparison, the prediction of wave speed from a
linear model is also plotted in Figure 9. It is shown that -
tile wave speed has a square root dependence on kL¢o if kL¢o :
is large, and a linear dependence close to the threshold as
previously discussed. Judging from the simplicity of the :
lincar theory, the prediction of wave speed has a reasonable

agreenent in comparison with the nonlinear theory, except

for the cases where R is very small. However, as we pointed %
out before,[S] a correct value of R is not very well defined |
in a focused laser beam. Conductive loss calculated in

Eq. (3) is strictly applied only to cylindrical-like plasma.

R N

Therefore, for a simple estimate of wave propagation velocity
it is our opinion that either a phenomenological analysis or :

a linear model is sufficient.

So far we have not included in our analysis the non- :
linear variation of absorption coefficient, and have treated

the cases where absorbed flux can be approximated as kL¢o'




bt o o

BT e s e e

WAt o . +

T T ¥ T. & ) 13 Y T T
L — kb = 5x1012 erg/cm” scc £
L . —— 2.5x1012 :

— — 1,57x1012

12
11

— — 1x10

______ 5x10

MSNW Correlation
10 u = 26IR

I kw/cm®, R cm
u cm/sec

' !
‘ 5
B 1 rs
L | .
|
o I i A
|
] '
=1 ' " e
)
e I
2 [
I
£~ B | -
I
|
I
1 I ’
i \ i _
L I | : -
[
: 1/ : -
! -
/!
i / |
= +‘ 100
i v, (cm/sec)
| §
“ : " . . ) {
¥ Figure 10 LSC propagation velocii.ty as a function of radius s
: at various absorbed r:tes. ‘
E’ : 3
4 | f’
1 \ 3

\




R-2344

It is unfortunate that we have found that there exists a
strong singularity downstream if the flux at any point is

treated as

-}[z k(T)dx

¢(x) = ¢_e .

As the LSC wave propagates the incident flux is absorbed by
the wave front, and therefore attenuated by the hot plasma.
When most of the incoming energy is absorbed, the temperature
at the far downstream is expected to decrease as shown in
Figure 1. Hence there is a maximum temperature existing in
the downstream. At that maximum temperature the gradient of
the temperature profile is zero; dT/de = 0. Then the
derivative of ¢ with respect to T (where T is treated as an
independent variable in the method of quasilinearization) is
singular at Sp ¢ i.e.,

d_
dx 4T

llence the method of quasilinearization fails to apply in the

region around X

Although the nonlinear absorption effect has not been
included, we feel that we have already demonstrated the impor-
tance of energy loss mechanisms and the diffusive effects in
predicting the temperature profile and wave velocity of a
LSC wave. We feel that the parameter kL¢O (or the total
absorbed flux) is a useful parameter in interpreting any
experimental data. For example the data of LSC experiments

(3]

performed by Klosterman, et al., using a co, laser inci-
dent on an AL target in air has been plotted on Figure 9 with

an estimated absorption coefficient of order unit.. It shows

29
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very good agreement with the non-linear theory, especially

the dependence on the absorbed flux.

In conclusion, we have used the method of quasilineari-
zation to study nonlinear effects of a propagating LSC wave.
It is found that nonlinear effects are very important in pre-

dicting the temperature profile and has less effect in calcu-

T T e S i (Y T TNT o cy (M s 7L, TR S WLIVSINT

lating the wave velocity. However, for any spot size which

is smaller than .5 cm, the conductive heat loss through radial
direction dominates the temperature profile and thereby affects
the wave speed. It is found that at higher absorbed flux

level ki ¢, > 1x10°
cm) a simplified linear theory or phenomenological analysis L

watts/cm3 and large beam diameter (R > 0.5

can be used in predicting the wave velocity.
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3. A JUMERICAL STULY OF SOE POTEITIAL
TWO=-DIIIENSIONAL AND TARGLET-TIWDUCLED HYORODYHAIIC
EFFECTS 0Ol LSC WAVE PROPAGATION

INTRODUCTION

In Section 2, and in our previous studies, w2 have pre-

sented a ticorctical forimwulation which seens to adequately
reproduce the experinentally observed features of LSC wave
propagation. In particular, it is shown in Figure 9, that

our model, which includes radiative pre-heating as the pri-
mary transport mechanism of the wave predicts bLoth the magni-
tude and scaling of LSC velocity with absorbed flux reasonably
accurately. Furtiermore, we €iuow in Figure 10, that the vari-
ation of wave velocity with beam radius can be approximated

as nearly linear for a small range of beam radii ncar the LSC

[3b] Vle also indicate lower thco-

thresnold as found by (IGHW.
retical predictions for the LSC velocity than experiment at

the larger beam diameters. Since the experimental data arc

sparse and the beam radius variation is not great, the transi-

tion to independence of vV, on bean radius has not yet been

verified experimentally. As has been stated, this model !
enbodies three principal simplifying assumptions. They are

(1) the model is one dimensional, (2) the deflagration

approxiiation is used, i.e., the wave is in pressure balance

with tihe atmosphere at p = 1 atn, and (3) the wave is far

from the target so that wave interactions with the solid

boundary imposed by the target are negligible.

In spite of the previously mentioned reproduction of
the experinental observations by our model, ticre are certain
frature:n of the experinental observations which are not pre-

(3]

dicted. As has been pointed out by Klosterman and Byron,
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a simplified one-dinensional theory produces results for the
wave propagation velocity whichh are less tnan the experinental
crieasurenents. Including all of the non-lincar effects and
associated loss mechanisns, however, we find the theoretical
predictions of velocity to be in reasonable agreement with

the experimental cbservatuions, c.f., Figure 9. Since a 1-D
tiecory should place an upper bound on the LSC velocity,
Klosterman and Byron argue that 2-D effects nust be respon-
sible for their observed discrepancy. The small discrepancy
in itself i: little reason for concern, but as has been shown,[3]
the discrepancy becomes larger as the laser beam diameter is
increased - in apparent disagreenent with physical intuition.
Indeed, nolographic records obtained in the excell-nt study

by .SUW indicate that the wave front is anything but planar,

and 1-b, and that the LSC vave does expand radially beyond

the diancter irradiated by the laser beam. ©Thus, a nore
detailed investigation into the 2-bD effects on LSC vave propa-
gualion Ls in order. Also, certain other fcatures, such as

Larget cffcects have not yet been studied.

In summary, 2-D effects can be produced by the follow-

ing mechanisms:

l. A focused laser beam geometry, wherein the
LSC wave propagates from regions of higher
laser fluence into regions of lower laser
fluence.

2. Due to non-perfect attainment of pressure
balance with the atmosphere, on the time
scale of the interaction, regions of higlher
than atiwospheric pressure can exist in the
heated plasma. IHence, the plasma can expand
radially, thus reducing the nass of gas
hecated by the laser bean.

3. The incident laser pulse is not necessarily
spatially uniform as a function of radius.
Typically the bean is Gaussian, Or near-
Gaussian. Thus, the central portions of the
wave are subject to greater heating than the

o o b e
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periphery, resulting in radial gradients in
the thermodynamic and kinematic variabhles.

It is not clear to us, however, that thesec are the only
clfects which may result in inadequacies of the 1-D theories
Lo reproduce all details of the experimental observations.
one additional feature of the model which warrants further
investigation is tnat associated with the target-free propa-
yalion assumption. Thus, two additional complications nay

arise. 7hey are:

4. As the ambient gas is entrained by the LSC
wave, it is accelerated sharply. .ear a
solid surface, the heated gas is accelerated
into the surface, stagnating at the center-
line and then flowing radially out across
the surface. This in itself, is a 2-D ef-
fect. llowever, a 1-J effect results as well.
Tt Sl

5. A compression wave which propagates back onto
the target surface is reflected by the surface
(since zero axial velocity must obtain at the
wall) and propagates back toward the propa-
gating LS8C. llence, an LSC which lies within

a round trip acoustic transit time from the
target is subject to acceleration by the re-
flected wave. This wave can propagate at a
steady velocity and thus appears independent
of the target, however, the velocity of such

a wave can be as much as an order of magnitude
higher than the free-space LSC wave subject to
the same laser flux.

While a detailed study of each of these effects is re-
quired before firm conclusions regarding their relative and
abhsolute importance can be reached, we have not carried out
suchh an exhaustive study here. A full 2-D treatment is re-
quired. Instead, we have chosen to investigate a subset of
these effects from which pertinent conclusions can be reached
i/ use of a quasi- one-dimensional code; i.e., 1-D, but vith

variable laser beam area. ilence, we address in the following
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sections, items (1), (2) and (5). Our cffort is directed to
an understanding of the propagation of LSC waves and not on
tae lgnition per se. llence, in our numerical calculations

as discussed in Section 3.2, we assume that a partially ion-
ized plasma which has been produced by cnergy transport fromn
the heated target exists in front of the target. The results
of our calculations, which are prescnted in Section 3.2 and
3.3 arc bascd on modification of a onc-dimensional, variable
arca code, HIELVA, developed previously by Chapman at S3.[20]
Our modifications to this code for the present study arc

detailed in Section 3.4.

3.2 TLECHNICAL DISCUSSION Al RESULTS

Calculations were performed on a laser supported comn-
bustion wave propagating down a cylinder or concidal frustrum.
Tae shape of these geometrical volumes is determnined by the
characteristics of the assumed focusing system of the laser.
The initial conditions for such a system arc shown in Figure
11. lere, we have the laser shining from the right onto the
ambient gas. It passes, virtually unattenuated, through the
cold zone, and is absorbed in the transition and hot zones.
The hot zonc is initially set to some appropriatcly high ten-
perature (e.g., 15,000 °K) and the teuperature is allowed to
decline linearly through the transition zone to the ambient
temperaturce of 300 °K. The lenyth of the transition zone
(typically, one centimeter) and the initial tempcrature of
the hot zone was not found to be very critical in the final
results obtained.

One of the critical parameters of the calculation is
the initial size of the hot plasma, e.g., the ignition mech-

anism. The reason for this sensitivity is due to the compli-

cated gasdynamical wave interactions which will now be dis-

cussed.
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Figure ll. Geometry for variable-arca uLSC wave propagation
calculation.

35

e e il ol g ot LRl B T ot st 2 b T e B e B R Lk

}
i




i A 2

it ot e iy e

We illustrate the evolution and propagation from an
initially hot plaswa of length 1 cm in Figurc 12(a)-(d).
llere, the laser is incident at a flux of 3/105 watts/cm2
onLo a focal spot of 0.25 cm radius. he laser is assumed
to be unfocused here, i.e., the incident rays are parallel.
As the laser is turned on, the plasma begins to expand by
hydrodynamic processes and the LSC wave front begins to
form by radiation transport into the cold gas ahead. The
radiation front (or inverse bleaching wave) compresses and
accelerates the gas ahecad of it. The acceleration leads to
the formation of a gasdynamic shock. Illence, there exists
tvo transition regions in the flow field - the gasdynanic
precursor shock and the LSC which serves as a "leaky piston"
and supports the shock wave. Sinultaneously with the forma-
tion of the LSC front and the precurser shocl vave, a shock
i formed at tihe front surface of the plasna which propagates
back toward the target surface. This shock is formed as a
result of the momentum imparted to the plasma surface by the
gas which expands away from its surface due to the deposition
of laser radiation and subseﬁuent acceleration away from the
target by the precursor shock. Since the flow velocity behind
the LSC front is directed to@ards the target, the shock easily
propagates back and reflects:from the target surface. The
shock then propagates back tﬂrough the plasma, but cannot
overtake the LSC or precursoé shock due to the high flow
velocity of the plasma towasz the target. However, the exis-
tence of the trailing shock %arves to "tell the flow ahead"
of the presence of the wall. EThis can be seen in Figure 12(d),
where the LSC velocity increehes sharply at about the time
the secondary shock reflects ffrom the target surface. Two
important conclusions are appirent fron Figure 12(d); (1) the
reflected shock communicates lhe presence of a target (reflec-~
ting surface) to the LSC Waveiﬂhich propagates at a higher
velocity than if the surface wire absent, and (2) the precur-
sor shock propagates at constaxi velocity with the energy re-
quired to support such propaga&ion supplied by the piston (LSC)
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via the absorption of laser radiation. It can bc shown that
Lhe riechanical energy is a small fraction of the total energy
ansorbed by the plasma. Furthermore, the prescnce of the pre-
cursor sinock produces a high pressure, aigh density region
into which the LSsC propagates. The formation and propagation
of the LSC~shock is shown in Figure 12(a)-(c) where we plot
tewperaturce and pressure as a function of distance fron the
target for tines of 22.02, 66.48 and 146.3 pscc respectively.
Lt can be scen that the LSC wave Propagates into a "modified
anblent" pressurc of about 2.5 atm, as opposed to the one
atriosphere assumption implicit in the comnon deflagration
assumption. llowever, it can be secn that the pressurc is
maintained nearly constant throughout the wave wiich is con-

sistent witih the deflagration approxinmation.

Before leaving Figure 12, an additional featurec is in-
cluded on Figure 12(d) which should be noted. We have shown
the position of the LSC front as deternined arbitrarily from
the location of the 8,000 °K isotherm, i.e., the position of
maxirium brightness to the visible detector. Also, for con-
parison ve show the position of a trailing conpression front
witich in fact corresponds to the region of maxinun tenpera--
ture behind the wave. The separation between thie two corres-~
ponds to the region of pPhoton absorption and thus is the
absorption length of the laser radiation.

For purposes of comparison, we include in Figure 13, :
an analogous calculation at a laser flux of 5><lO5 watts/cmz. 3
Due to the larger laser flux, it can be scen that the secon- 4
dary shock reflects from the target in a shorter time. Also,
we include on Figure 13(c) in addition to the tenperature ;
and pressure, the density profile. The existence of the pre- |
cursor shock is evidenced by the sharp rise in p and p at
about 9.6 cm. The pressure renains constant at about 3.5 atm.

through the LSC wave front, whereas the density decrcases
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sharply as the temperature increcases due to laser heating.
lividence of subsecquent compression of the plasma is apparent

a5 the wave cools behind the maximum temperaturce region.

A summary of our calculations is shown in i'igure 14,
witcre we plot LSC wave velocity as a function of flux. For
comparison, we plot the experimental correlation curve ob-
tained at USNW;[3b] v = 13 Fpd (cm/scc) for flux density
F(kw/cmz), pressure p(atm) and beam diameter d(cn) for

p=1atmand d = 0.5 cm.

The first observation is that our computed velocities
arc considerably higher than the experimcental curve. This is
duc directly to the influence of the target on our calculated
results. As we have indicated in Figures 12 and 13, the tar-
get influence persists to distances of at least 10 cm and a
tinne scale of at least 200 usec after LSC formation. The
151 measurcments were made at similar times and distances
and it was maintained that "target free propagation" was
obscrved due to the steady propagation of the LSC. This dis-

crepancy with experiment will be di. 'ussed in Section 3.3.

Secondly, we show two velocity curves entitled long
zonc and short zone. The long zone calculation corresponds
to an initial plasma length of 7 cn, whercas the second
curve corresponds to a short zone of 1 cm length. The long
zone curve shows a lower propagation velocity than the short
zone calculation. This result indicates the sensitivity of
the calculated results to the initial (ignition) conditions.
The long zone case remains more free from the target
(although not entirely free) than the short zone due to the

longer tine for the secondary shock to reflect from the wall
and its attenuation.

Finally, we numerically "force" the computer code to
reproduce the deflagration approximation (of constant onc
atnosphere propagation) by artificially compelling the pres-

surc to remaind at one atmosphere. This technique serves
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Lwvo purposes; (1) by maintaining the pressure at one atnos-

£ SEhl i Ca iy ala e O ol

phere, shock fornation and target induced hydrodynanic pro-
f cesses are elininated, thus the target free propagation mode
15 reproduced, and (2) mass is "artificially" lost from the

systoem, albeit at a rate which is not necessarily real. The

T e,

results obtained by this method of solution reproduce the
AGWU correlation rather well. Finally, we also show for coi-
parison, results from our non-linear solution obtained by

the uasilinearization model discussed in Section 2. Both

calculation techniques reproduce tlie results identically.

One further calculation was performed in which we
placed a constant pressure (1 atm) boundary condition on the
left end of the "tube", i.e., at the target surface. The
scecondary wave is thus not allowed to reflect. Results ob-
taincd by this technique lie nidway between the "long zone"

and "pressure uniformly equal to one atmosphere" results.

: In order to convince ourselves that the initial ten-
; perature distribution was not too artificial and not having
;' an exaggerated effect on the fluid dynamics, a calculation
was performed for fifteen microseconds with the pressure

held to one atmosphere, and then the calculation was con-

tinued in the normal way. The results seem to be quite

sinilar for thermodynamic profiles and for the LSC wave tra-

jectory.
3.3 DISCUSSION OF FOCUSED GEOIETRIC AIlD LATERAL EXPAIISION
EFFLECTS

As was indicated in Section 3.1, two potential 2-D
effects which we have studied are expansion due to focused
lascr beam geonetry and radial expansion of the plasma

beyond the confines of the laser channel.
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If the beam is focused, the laser flux will be greater
near the focus (say at the target surface) than at sonc dis-
Lance away frowm the target. The LSC will thus propagate into
regions of lower flux, thus explicitly reducing the veloéity.
Fur thermore, due to the nonparallel channel into which the
L5C propagates, the area through which flow occurs increases.
The flow process corresponds to variable area flow in a
channel with hecat addition. Since the flow is subsonic, the
arca increasc reduces the flow velocity. Results obtained
from a series of calculations arc slhiown in Figure 14. Herc
we plotted the position of the LSC front for the same lascr
flux at the focus but for channels with divergence half-angles
of 0°, 2.58°, and 5.43° respectively. As can be seen, the
trajectories are very similar for about the first 20 Usec of
propagation. After that, however, the LSC velocity becones

progressively smaller as the divergence angle is increased.

In order to interpret these results, we nust separate
the effect of the reduced flux at a particular channel loca-
tion from the purely hydrodynamic effect of increased channel
arca. If v = Fr where F is the laser flux and r the channel
radius, we find that simply from the reduced flux, that for
a divergence half angle of v5°, we would expect a velocity
reduction of about 75% from the velocity of constant area
flow. Within the uncertainty of locating the position of
the front., we find from Figure 15, that the velocity reduc-
Lion 1s about the same. We conclude, therefore, that the
radial hydrodynamical expansion due to thc increased channel

area has negligible influence on the propagation velocity.

One further aspect of two-dimensional flow was studied.
That is the radial expansion through the lateral boundaries
of the propagation channel defined by the laser. As was indi-
cated earlier and as is evident from Figures 12 and 13, the

pressure behind the LSC wave and between the precursor shock
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and the LSC wave is considerably greater than atmospheric.
Juce to this pressure difference, it is expected that flow
will be induced in the radial direction. 1In order to obtain
4 reasonable estimate - or to establish an upper bound on
this cffect - we chose to implement the nodel which is pre-
sented in Appendix C. We reason that the maximum velocity

at which the flow could expand rapidly would be if the pres-
sure in the cylindrical plasma would induce a cylindrical
blast wave which propagates radially away from the plasma.
The model presented in Appendix C was used to calculate the
velocity at the channel boundary induced by such an outwardly
propagating blast. This velocity is then used to compute the
mass convected through the lateral channel boundary, which is
thus removed from each computational zone during the calcula-
tion. This model was used for all of our calculations, thus
its effect is included in all of the results included herein,
¢.¢., Figures 12, 13, 1l4. Accordingly, we find that even
including such radial mass loss from the flow field, our
calculations do not agree with the MSNW correlation (except
for the p = 1 atm calculation). This indicates that the
radial mass loss is not adequate to reduce the pressure
benind the precursor shock-LSC system over the distance and
time scale for which the calculations were performed; i.e.,

" 200 wsec and 10 cm from the target. That this is true can
be scen from Figures 12 and 13 which indicate that the pres-
surc levels remain high over the duration of the calculation.
For instance, we find that for the case shown in Figure 3
(5><105 watts/cmz, R = .25 cm), the mass loss rate from a

zonc between the shock and the LSC is of order 0.5 gramns/sec.
Since the mass per zone is about lO><lO_5 grams, the charac-
teristic decay time, 10x10"° grams/0.5 grams/sec = 2x10” %

sec, is about 200 usec. That is, about 200 usec subsequent
to passage of the wave. We find no evidence of a signifi-
cant pressure reduction behind the wave in our calculations,

however. But, we do find that the combined effect of a
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tadial velocity and radial conduction is of suflicient magni-
tude to produce a plasma extending beyond the confines of the

ligyht channcl as found in the holograms and framing photo-
graphs obtained by MSNW.[3a’b]

We are thus faced with the conclusion that according
to our numerical calculations, the 2-D effects of radial
flow and channel expansion due to the focal geometry are not
adequate to explain the experimental results obtained by
JA54W. However, use of the deflagration approxination brings
our calculations into good agreement, thus indicating that
any target effects present in the 1SV experiments are small
indced. We must therefore conclude that according to the
vxperimental data, more target decoupling occurs in reality
than is predicted by a one-dimensional calculation. The two-
dinensional expansion over the target surface nust weaken the
reflected shoclk wave and result in additional decoupling over

the time scale of the experiment.

In order to model this phenomena, a 2-D calculation is
desirable. llowever, we feel that the stagnation point flow
field is undoubtedly highly complicated by turbulent mixing
with the expanding target material. A calculation of this
complicated phenomena, including a reasonable description for
the target vapor-shock wave interaction is beyond the scope
of the present study. Further work in this area 1s necessary

before such a computation will bear any resemblance to reality -
and thus be worth pursuing.

At the present time, however, for the purpose of
systems studies, interpretation of data and experimental guid-
ance, we feel that either our non-linear model, or the one-

dimensional variable area model described herein when coupled

with the deflagration approximation is adequate. Inclusion of
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non-liacar cffects and loss termns remove most of the discre-
pancies noted by MSNW. The results obtained by us as dis-

E cussed in this section and in Section 2 seenm to be physically
‘ consistent, and when interpreted properly are consistent with

experimental observations.

One area which has not been studied, however, and which
could be addressed by technique such as those described in
Section 3, is the transition from LSC to the LSD mode. This
could be very important for systems implications when using
repetitively pulsed lasers operating at low cw, but high-
peak powers. We have shown the existence of a precursor
shock whose strength increases with increasing laser fluence.
The eclectron-cascade breakdown behind the precursor shock is
responsible for absorption in thce shock zone and ultimate
decoupling of the shock from the LSC. The flux region above
about 5/-106 watts/cm2 will thus be dominated by this transi-
tion regime which evidences combined LSC and LSD phenomena,
and must he studied by numerical techniques due to the com-

plexity of the hydrodynamic processes involved.

3.4 THE CO/MBUSTION WAVE MODIL

The problem was solved from the numerical integration

of the Lulerian conservation equations for mass,

%% + Ve(pu) =0 , (28)

for momentum,

J (pu) 5
T———+V(pu)+\7p=0 ’ (29)

and for cnergy,

J
_é%gl + V'(pgc) + pv'g + V°g =0 ’ (30)
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where p is the density, u is the velocity, p is the pressure,
¢ is the specific internal energy and q is the generalized
heat flux (from radiative absorption and conductive and radia-

tive conduction).

To integrate these terms numerically, an integration
scheme developed by Chapman[zo] has been used. The scheme used
is explicitly given by Chapman and differs in the integration
of his Equation 3.21:

(Mn+l en+l R R )
2= u<jf%At it: Jvi/ C+W+ L

where C is the conduction term,

n+l _

3 n-!;
= (pUeA)j (pUeA)j

W is the work tern,

_ n+; ( n+; _ n+%)
W = PQj+% Aj+lUj+l AjUj

and L is the term peculiar to the LSC problem,

L = JR + JC + CR + CC + A (34)

llere JR and JC are the leakage of energy from the section by
lateral radiactive and conductive diffusion, CR and CC are the
transmission of energy between mesh cells by radiative and
conductive diffusion,

%[(AR)n+l Bs v (AR)?+1 A.][Tn+l _ 9*1]

j+l 75 j j+l

= Toayn+l 4 L o yntl A ][hn+l =




_ ‘ n+l n+l ][ n+l n+l]
Co = ;P*c)j+1 gy + 05 Ay |{ei] - (36)

J J

_ n+l _ n+l ][ n+l _ r1n+l]l .
ch)j Ay - 050 Ay |7 i

and A is the absorption of energy from the laser beam

+1

A = l-exp -K? ax  AFRTL A

Fj+l is the laser flux impinging on mesh cell j from the
direction of j+1. The flux is attenuated by the formula

Fn+1 _ p-n+l

n+l
it S Fj+1.bhfexPéKj+l Axﬂ Aj+l/Aj p (38)

where F?Ii = Fo’ the incident flux. The notation used in

defining C and W are given by Chapman and the formulas for

the terms contained in L are given in Section 3.2 of Boni,
. [(17]
Cohen and Su.

The energy difference equation is solved iteratively

since W and L are functions of egii. This is due to the

fact that the work term contains pressure,

Pn+l = p n+l n+l
ORI Chog 541

and L is a functior of the temperature,

Tn+l _ n+l n+l
3+ = (5, v o)

These two intrinsic functions are determine<ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>